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RATING:
Wet/damp/dry location.

E 

HL-940
NOTE:

APPROVED:

PROJECT:

CATALOG NUMBER:

TYPE:

MADE IN THE USA

SPECIFICATIONS
DESCRIPTION:
Sleek LED wall mountAccent/Flood/Wash/Sconce 
lighting fixture with adjustable rotating head 
designed for use in multiple applications. Suitable 
for wet location installations.

MATERIAL:
Standard overall material is 6061 aluminum.

HL-940 - Machined Aluminum

FINISH:
AA - Anodized Satin Aluminum
AP - Powder Coat Aluminum 
BK - Powder Coat Black 
BZ - Powder Coat Bronze 
WT - Powder Coat White 

LED OPTIONS:
Integral high output LED, warm white 
(3000K CCT) standard, others available.

6LED - 6.5W LED 

LENS:
CL - Clear Lens, 

    6LED 462 lm
OP - Opaque non-glare lens, 

    6LED 234 lm

VOLTAGE:
12 - 12 VAC output transformer 
required, not included.

MOUNTING:
Fixture is equipped with a flat mounting plate and 
(2) mounting screws.

SAMPLE ORDER SPECIFICATION:
HL-940-BZ-6LED-OP-12

ORDER SPECIFICATION: _______________ - ________________ - _______________ - _______________ - _______________
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