SPECIFICATIONS

DESCRIPTION:

Wall mount canopy with (1) LED driver, for
(1) fixture. Suitable for wet/damp/dry location
installations.

MATERIAL:
Standard overall material is 6061 aluminum.
WMED - Machined Aluminum

FINISH:
AA - Anodized Satin Aluminum
AP - Powder Coat Aluminum
BK - Powder Coat Black
BZ - Powder Coat Bronze
WT - Powder Coat White

COMPATIBLE FIXTURES
HL-920
HL-925

DRIVER:

Constant current LED driver.
L30 - 350mA 16W driver
L35- 500mA 23W driver
L40 - 700mA 32W driver
L50 - 1050mA 34W driver

VOLTAGE:
120-277 - 120-277 VAC LED driver.
Leading edge/Trailing edge dimmable. Dimmable only in 120V
120-277-0-10 - 0-10v dimming

MOUNTING:

Canopy is equipped with (1) 1/2-NPS
mount, 5.50" mounting back plate and (2)
mounting screws.

SAMPLE ORDER SPECIFICATION:

WMED-BZ-L30-120-277 ‘
RATING: 211/16"
Wet/damp/dry location. [68.25]
@.
Intertek
MADE IN THE USA
FIXTURE MOUNT @5 1/2"
(1/2-NPS) [139.70]
REAR VIEW FRONT VIEW
ORDER SPECIFICATION: - . . .
Fixture Finish Lamping Voltage Options/Access.
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